Features 451

® Aluminium Casing (48415%)
@® Ultra-low start up temp #B{KiRES) (-30°C)

@ Ultra-light and easy to install 5 %%
@ High efficiency up to 85% =& F

@ High reliability & f#i:

@ Wide input Voltage B 90 ~ 132Vac

180 ~ 264Vac
S A
ITEM FUNCTION S-250-12
DC Output Voltage 19V
B LR
Output Current 0~20. 8A
i B LR '
Rated Power 950W
e D2
Ripple & Noise 150mV
s [ mvp—p
Output BRI P
Charactr:er' tics | Output Voltage range 11, 4~12. 6V
istics o . 4~12.
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Output Voltage Tolerance
+ 3%
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Line Regulation

1%
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Load Regulation on
R
Setup and Rise Time 3.0S, 20mS@115Vac
TN T I ] 1. 5S, 20mS@230Vac
Typical Input Voltage 100~240Vac 50~60Hz
VAL NGNS 120~350Vdc
Maximum Input Voltage Range 90~264Vac 47~63Hz
KB s Y 100~375Vde
Typical Efficiency
MPUL ) g i
Characteristics Maximum Input Current Max 7.0A @ 115Vac;
PN 3 i s '
R Fi Max 3.5A @ 230Vac;
Inrush Current Less than 50A/230Vac, cold start
TR VH LI RJEE, /NI 50A
Leakage Current <0. 75mA/240Vac
o . 110%~150% of rated load.
Protectlf)n_ Overload Protection i #% A4 B [ D 1 110~ 150%
Characteristics Protection Type : Hiccup mode, Auto-recovery
PRy etk Short Circuit Protection %5 i {447 '
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Signal DC OK Signal #1357 LED light to indicate PSU turn on
_ fil S .. s
TS d " LED AT iy th iF-3
Ambient Temperature -30~60°C (Reference To Derating Curve)
AR B2 -30~60°C (ZFH[EHIML)
Ambient Working Humidity T £ 5 20~90% RH non-condensing JG# %
5 Storage Temp. and Humidity 77l | -30~70°C, 10~95% RH Joidt
hT9Es
. . . - " 10~500Hz, 5G 10min. /cycle, 60min. each along X, Y, Z axis
Withstand Vibration iz 5h 2
Ll 10~500Hz, 5G 10 738 /)&, X Y. 7 % 60 7>%f
Input-FG:1500Vac or 2121Vdc
Withstand Voltage i [ il Input-Output: 1500Vac or 2121Vdc
Safety Output-FG: 500Vac or 707Vdc
Zae Input-FG: > 100M Ohm 500Vdc @ 25°C& 70RH
Isolation Resistance 4%l Input-Output: > 100M Ohm 500Vdc @ 25°C& 70RH
Output-FG: > 100M Ohm 500Vdc @ 25°C& 70RH
Unit Weight HJJ5 5.8 0.62 Kg/PCS
Packing Unit Dimension H.J R <f L 199 XW 110 XH 50 mm
(kS Packing And Weight .2 /7 5 & 40PCS/BOX  27.34 KG/BOX
Packing Box Dimension L452 XW 295 XH 49 mm
Note: This is bottom view, the screw should be M3, the length fixed into PSU must less than 3.5mm, or it
should cause the PSU damage even cause the danger.
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Rectifying and Filtering Circut
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Switchmg Circuit
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Rectifying and Filtermg Circuit
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Over Load and Short Circuit Protection|
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Control Circuit
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Detection and feedback circuit\
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